Specification sheet

CF 300

FT 4X2 Cekici

CF 300 MX-11 (220 KW / 299 hp) 19500 kg 38000 kg
CF 340 MX-11 (251 KW / 341 hp)

Max. front 8000 kg
Max. rear 11500 kg
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KABIN DiSi

Galvanize celik tamponlu, renkli camli ve elektrikli cam agma
mekanizmali Sleeper Cab. Ana aynalar ve genis acili aynalar elektrik
isitmalidir. Kabin genisligi 2300 mm.; LED gtindUz stirUs farlar; Elle
ayarlanabilen ana aynalar; On gériis aynas!.

Optional
01137 Space Cab
01174 Yesil, saydam, dis lambalari

guneslik 06593 Skylights
00847 Hava kornalar, tek takim 06628 Yardimci sUrlcU tarafinda
09006 Havall kornalar, Gift takim bir adet doner isik
08020 LED farlar 06627 surtcu tarafinda bir adet

09983 Sis lambalar doner igik
06629 |ki adet doner isik

09984 Sis lambalar ve virgj

AERODINAMIK

Optional

07840 Sleeper Cab icin
ayrlanabilir genis tvn
rizgarligi

07841 Space Cab icin
ayarlanabilir genis tavn
rlzgarlig

06776 Ayarlanabilir tavan
ruzgarhg

04906 Yan ruzgarliklar
04146 Yan etekler

RENKLER

Kabin rengi H3279 Parlak Beyaz; Far paneli ve tampon: Brilliant
White; Sasi rengi gri..

Optional
06485 Far paneli ve tampon: 09933 Far paneli ve tampon: Tas
kabin rengi Grisi

KABIN IC MEKANI

Kabin ici ddseme rengi, Dark Sand; Kabin ici dekorasyon, Black
Rock; Surlcu koltugu: Comfort Air; Yardimei stirlicU koltugu sabit; Alt
yatak, normal seviye; Otomatik Sicaklik KontrolU ve klima; Polen
filtresi; Tavan kapagdi aliminyum, elektrikli kumanda..

Optional
09271 Direksiyon simidi, deri, 07743 Yard srci kolt: Luxury Air
siyah renk 07746 Yard srcli kolt: Super Air

07240 Direksiyon simidi, deri, 07748 Yardimci stirict koltugu:
Ozel Xtra Leather Air
07152 Kabin ici déseme rengi, 00967 Emniyet kemerleri kirmizi

Exclusive 06539 Buzdolabi
07592 Kabin ig dekorasyonu 06784 Alt yatak siltesi Xtra
Arggntla Comfort
07591 Eiglré ;; dekorasyonu 06676 Kabin tavanindaki PL
lambasi

07733 SUrdcu koltugu: Luxury Air 06970 Otomatik Kabin Klima
07736 Suricl koltugu: Super Air Kontrolii
07737 SuUrlct koltugu: Xtra
Leather Air
07741 Yard srcU kolt: Comfort
Air

ILETISIM VE SURUS YONETIMI

Takograf dijital, Stoneridge 1B; Hiz sinirlayici ayar 85 km/sa; Eco
kapall 90 km/sa; Antenler: radyo, 2x hlicresel, GNSS; FCW ve AEBS
-3'li Uyarlanabilir Hiz Sabitleyici.

Optional

09681 Maut hazirig 06991 Tahmini Hiz Sabitleyici

08450 6 hoparlorll Uks hoparlér 06992 Tahmini Hiz Sabitleyici lite
sistemi

GUVENLIK VE EMNIYET

Seritten Ayrima Uyarisi Sistemi; Arag Stabilite Kontrolt (VSC); Temel
motor immobilizeri sistemi.

Optional
08631 Hava yastidi (surtict) ve 2 09827 Yan kamera sistemi

em. kemeri gerdiricisi 01725 Geri vites uyarisi
09828 On kamera sistemi

SUSPANSIYON VE DINGILLER
On dingil yiku 8,00 t; Arka: 13,00 t, havall sispansiyon, SR1344.

Optional
06257 On dingil ytiki 9,00 t
04057 Arka dingil HR1356

04588 Arka dingil SR1347
08191 Dingil yUku izleme

TEKERLEKLER VE LASTIKLER

On dingiller: 315/70R22.5; Déndliriilen arka dingiller: 315/70R22.5;
Disk tekerlekler celik, gimus gri; Tekerlek koruma halkalari yok.

Optional
16152 Lastik markalari ve tipleri

TAHRIK HATTI

MX-11 motor, 6 silindirli dizel motor, 10,8 litre. 1675 dev/dak'ta 220
kW (299 hp) cikis. 900-1400 dev/dak'ta maks. tork 1350 Nm.; Egzoz
emisyonu Euro 6; Motor rélanti kapatmasi, 5 dakika;
Otomatiklestirilmis sanziman, TraXon, 12 vitesli; Sanziman orani
12,92-0,77; Arka dingil orani 3,25; ASR.

Optional

04393 Manuel sanziman; 9 vites 04523 Manuel sanziman; 16
vites

FREN SISTEMI

Egzoz freni; Test konumlu park freni kontrol; Havalandirilan disk
frenler 6n ve arka. Elektronik kumandali (EBS) cift devreli hava
sistemi. Isitmall kurutucu ve ekonomi modlu, iki silindirli hava
kompresora..

Optional
02715 ZF intarderi 04901 Birinci 6n dingildeki yayli

fren silindirleri

SASI

Dingil mesafesi 3,80 m / arka ¢ikinti 0,75 m; Yan eleman uzunlugu
260 mm; standart parca yeri; Yatay egzoz borusu, algak; Aliminyum
yakit deposu 430 I, h = 620 mm; AdBlue® deposu, 45 litre, sol
camurluk tizerinde; On koruma (FUP); Basamakli gecit; Arka
camurluklar; Sigramayi 6nleme; LED calisma lambasi.

Optional
08915 Parca olmayan sag taraf, 03624 Bir adet tekerlek takozu
1400 mm 06306 ki tekerlek takozu
08916 Parca olmayan sag taraf, (3323 LED'li arka lamba
1600 mm

08641 Hava depolart aliminyum

07071 Yedek tekerlek tagiyicisi
sag-taraf

CEKI DEMIRI VE TREYLER DONANIMI

Besinci tekerlek JOST tipi JSK42, dokme demir, 40 mm montaj
plakastyla birlikte 150 mm yukseklik. King pimi ¢api 2 in¢.; 5. tekerlek
KA boyutu 670 mm; Pndmatik treyler baglantisi avug tipi; Elektrik
baglantisi 24 V / 2x7 pimleri.




Optional
03178 Cekme kancasi D= 4,3 04359 Yonlendirme rampalari

POWER TAKE-OFF (PTO)
Optional
16148 PTO tipleri ve konumlari

24 V GUC KAYNAGI
Alternat6r 80 A, akUler 2x 175 Ah..

Optional
06460 Alternator 120 A 07671 Akl 2x 210 Ah AGM C tipi
08775 Alternator 150 A 06440 Akuler 2x230 Ah

01257 Akdler 2x140An

GVM VE GCM

Sasi agirligiyla ilgili teknik GVM maks. 20.500 kg; Tahrik hattiyla ilgili
maks. GCM 38.000 kg sinif 2.

UYGULAMA SARTLARI

Kabini arkasindaki siklonik hava emisi.

SERVIS VE BAKIM

Garanti Plus - Tahrik hatti, 1 yil OEM tarafindan saglanan komple
arag bakimi (gergek asinma pargalari harig), 300.000 km'ye kadar 2.
ve 3. yil tahrik hatti bakimi ve 1. yil yolda kalma durumunda kurtarma
hizmeti sunar.; ITS servis.

Go to DAF.com to configure your own perfect DAF.
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CF 300

FT 4X2 Cekici
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m 3,60 0,75 4784 2164 6948 3216 9336 125562 0,82 3,53 1,99 0,47 5,72 0,97 0,94 12,98 14,32
6 3,80 0,75 4796 2176 6972 3204 9324 12528 0,82 3,73 1,88 0,67 5,92 0,97 0,94 13,50 14,85
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3,60 0,75 4894 2165 7059 3106 9335 12441 0,82 3,53 2,67 0,47 5,72 0,97 0,94 12,98 14,32

3,80 0,75 4906 2178 7083 3094 9322 12417 0,82 3,78 2,67 0,67 5,92 0,97 0,94 13,50 14,85

SPACE CAB

OTHER DIMENSIONS VA: 1,37 HV'™2:0,97 HV™:0,87 RB:0,79 SB:1,82 TB™:2,48

1) GVM, kayit belgelerine uygun.

2) GCM, kayit belgelerine uygun.

3) Aks yuku standart lastik boyutunda gore.

4) Sasi ve Kabin agirligi sunlarla hesaplandi: Standart teknik 6zellik 6geleri sadece 430 litre yakit, 45 litre
AdBlue® ve 80 kg surtict agiridi, tolerans + %3. Teknik Ozelliklerin degistirimesi, aracin agirligini biytk
oSlcude etkileyebilir.

5) Gosterilen WB icin baska AE boyutlan mevcut olabilir.

6) Kabin ylksekligi, cergeve elemanindan kapall durumdaki kabin tavan havalandirma kapag@ina kadar &lgulr.
Kabin tavanindaki hava emisi ile: MX-11 icin 0,14 m ekleyin; MX-13 icin 0,21 m ekleyin.

7) Musteriye 6zel KA degerini TOPEC kullanarak hesaplayin.

8) Yksuz aracin ceker dingil(ler)in ortasindaki sasi yiksekligi.
9) YUKIG aracin geker dingil(len)in ortasindaki yiikseklik.

10) TK = Bordurler arasinda dénme dairesi.

11) TW = duvarlar arasinda dénme mesafesi.

12) Yikstz aracin 6n dingil(ler)in ortasindaki ytkseklik.

13) YUkIU aracin 6n dingil(ler)in ortasindaki yiikseklik.

14) TB arkadaki toplam genigliktir. (Alt kabin basamaginda 255).

Depending on the vehicle configuration a specific option may not be possible. The availability and specification of this vehicle may differ per country. For further information please contact the DAF organisation. Pictures and technical illustrations are not

binding in detail and can differ from the standard specification. Subject to modification without prior notice.

A PACCAR COMPANY DRIVEN BY QUALITY




